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Descriptif général

Options : 

- Alimentation gradable 1-10V

- Cellules de détection de présence

- Cellules de lumière du jour

- Réflecteurs :

	 - alu 60°

	 - alu 90°

	 - méthacrylate 120°

Détails p. 2

Dimensions

Suspension LED type High Bay (Grande Hauteur)
Corps principal en aluminium (AL1070)
Système de refroidissement PASSIF
LED SMD Philips
Driver Mean Well 1-10V en standard

Fixation par Anneau Crochet fourni
Livré avec 1.50m. de câble
Réflecteurs aluminium ou méthacrylate en option

Finition : 
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Détails Techniques LED
Conso

Système
Puissance

LED PF & THD Type 
LED

Gestion
Thermique Teinte LED IRC Flux 

SORTANT
Efficacité

Lumineuse Binning Poids Durée  
de Vie EN 62471

100W 93W

> 0.93
 THD <15% PHILIPS Passif

4000K
5000K
5700K
6500K

80

± 13000 lm

130 lm/W 5 SDCM

5 Kg

50 000 h 
L.70 Groupe1150W 140W ± 19500 lm 5,36 Kg

200W 185W ± 26000 lm 6,8 Kg

40

160

ø280

40

188

ø280

200W100 / 150W
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Réflecteurs en option

Accessoires de montage

PMMA 120°

Etrier pour montage mural ou plafond
Orientable tous les 10°

Anneau de suspension fourni
Filetage M10

ALU 60° ALU 90°
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Version gradable avec sensor.

Pilotage en réseau sans fil par radio fréquence
1 Maître pour 15 Esclaves max.
30m de porté maxi selon conditions (à valider selon utilisations) et  
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Cellule détection/lumière du jour RF

Mise en réseau Radio Fréquence.
16 appareils / groupes

Introduction

+

MC052V RF+ MW04
RF Wireless Motion Sensor

Wireless Networking, 

Free of Wire.
Light SensorMax.8M Hold Time 

5s~30min

15m

Mounting Height

 15m Max. 

Automatic 

Dimming

10%

50%

5 Years 

Guarantee

55 Years 
Guarantee

RF Signal

RF Tr
an

sc
eiv

er

RF Rec
eiv

er

Transmetteur Récepteur

Detection Pattern

Ceiling  mounting pattern (Unit: m)
Suggested installation height: 3-15m

Wall mounting pattern (Unit: m)
Suggested installation height: 1.5-2.5m
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MC052V  RF

Operating voltage
Rated load 
HF system 
Standby Power consumption 
Transmitting power 

Detection area(Radius)

Mounting height
Motion detection
Detection angle
IP rating

Coding

RF. Communication Channels
Operation Temperature 
Hold time
Detection sensitivity
Daylight sensor
Stand-by dimming level
Stand-by period

RF. Transmission distance 
RF frequency
Life time
Guaranty

220-240Vac, 50/60Hz
400W (inductive), 800W(resistive)  
5.8GHz±75MHz, ISM wave band
≤1.5W

 

<1mW

  

5-8m(@mounting height 3m)

15m Max.
0.5~3m/s
150°(wall installation) 360°(ceiling installation)
IP20
Fixed address coding (rotary coding switch for 
grouping) 

16 channels for grouping

 

-25℃~60℃
5S/30S/90S/3min/20min/30min/+
100%/75%/50%/25%
5lux/15lux/30lux/50lux/100lux/150lux/disable
10% 20% 30% 50%
0S /5S/5min/10min/30min/60min/+

30 meters indoor, 100 meters in the open area.
868MHz
50,000 hours
5 years

8

MW04
Operating voltage                         220-240Vac

Rated loda                                    400W(inductive),800W(resistive)

Frequency range                          868MHz

Stand-by period                          0s/ 5s/5min/10min/30min/1h/Disable

Stand-by dimming level              10%/20%/30%/50%

Working mode                             ON/OFF or 1-10Vdc dimming

RF. Communication Channels   16 channels for grouping

Operating temperature               -20℃~60℃

IP rating                                        IP20

Stand-by Period

8

3

6

6

12

1

2
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When no motion is detected, 

all lamps switch off.

1

With insufficient ambient light, if any
motion is detected in exit or entrance 
by any master. all lamps switch on at 
the same time.

2

After hold time, all lamps dim to a low 
light level if no new motion trigger.

3

After stand-by period, the lamps switch 
off if no movement detected in the
detection zone by master.

4

master slave slave slave

Point-to-multipoint communication

master master

master slave slave slavemaster master

master slave slave slavemaster master

master slave slave slavemaster master

RF transmitter Sensor MC052V RF (master) + RF receiver MW04 (slaver) + RF receiver MW04 (slaver)+…+1-10V 

dimmable LED driver

RF grouping(up to 16 different groups possible)

MC052V RF has 1 TX channel ,MW04 has 1RX . TX channel is used for transmitting 

RF signal and RX channel is used for receiving the RF signal. Using a small screwdriver 

to rotate the rotary switches and keep them point to the same channel, grouping is 

created automatically.

Wiring  scheme

MC052V RF (Master) MW04 Slaver

TX RX

LED 
LED 


